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The correct choice of the amplifier, its settings and enclosure design prolongs the lifetime of your subwoofer. You should 

select an amplifier with a nominal power below the nominal power of the subwoofer. Proper coordination of the head unit (HU) 

with the amplifier will provide clean, undistorted signal fed to the subwoofer, which prevents overheating and voice coil damage. 

Like any other speaker the subwoofer has moving and stationary parts. We strongly recommend that the moving parts of the 

subwoofer should be warmed up at the beginning of operation. Be extra careful when warming up the parts. Warm up the 

subwoofer using musical material for 40 hours at medium power. If you feel strange smell during operation at maximum volume, 

you should lower  the volume of the subwoofer and let the device to cool down at a low volume.

Recommended settings of the amplifier and HU: Volume of HU should not exceed 80%. The amplifier sensitivity should be set 

to 50%, subsonic filter frequency (Subsonic) should be set to 5 Hz below the port settings. For example, if you configure the port at 

30 Hz, Subsonic should be set to 25 Hz. The low pass filter LPF (the filter that cuts all frequencies above those set for the filter) 

should be set to 63-80 Hz, bassboost should be set to 0.

3The recommended volume, liters / ft

Port area, cm² / inch² 

Port length, cm / inch  

Port setting, Hz

Parameters

23 / 0.8

65 / 10.1

45 / 17.7

39

MF-08S

40 / 1.4

80 / 12.4

35 / 13.8

37

MF-10S

50 / 1.7

150 / 23

62 / 24.4

35

MF-12S 

100 / 3.5

300 / 46

70 / 27.5
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6. SPECIFICATIONS

THIELE-SMALL  PARAMETERS

Size (Inch)

Surround material

Cone material

Frame material

Magnet type

Voice coil size (Inch)

Voice coil wire

Impedance (Ohm)

Re (Ohm)

Xmax (mm)

Model

Fs (Hz)

Vas (L)

Qts

BL

Power RMS (W)

Power MAX (W)

SPL (dB)

8

Foam

Pressed paper

Ferrite

600

1200

2

MF-08S D2/D4

2+2 / 4+4

12

48 / 48.2

7.5 / 7.9

0.41 / 0.42

15.1 / 15.4

1.8+1.8 / 3.6+3.6

Copper

84 / 84.3 

Stamped steel

10

Foam

Pressed paper

Ferrite

800

1600

2.5

MF-10S D2/D4

Copper

2+2 / 4+4

14

36 / 36.3

20.5 / 20.8

0.45 / 0.46

18 / 18.2

1.8+1.8 / 3.6+3.6

84 / 84.1

Stamped steel

12

Foam

Pressed paper

Ferrite

800

1600

2.5

MF-12S D2/D4

Copper

2+2 / 4+4

14

35 / 38

36.5 / 34.3

0.49 / 0.51

18.5/ 21.5

1.8+1.8 / 3.6+3.6

86 / 87

Stamped steel

15

Foam

Pressed paper

Ferrite

800

1600

2.5

MF-15S D2/D4

Copper

2+2 / 4+4

14

28 / 29

86.2 / 78.6

0.68 / 0.79

16.1/ 21.5

1.8+1.8 / 3.6+3.6

85.8 / 85.1

Stamped steel



MF-15S 

Ø 372.90 mm / 14.68"

Ø 354 mm / 13.94"
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Each Deaf Bonce product is warranted to be free from defects in materials and workmanship under normal use and service.

The warranty period for the product is 12 (twelve) months from the date on which the product is transferred to the consumer 
(this date shall be deemed to be the date on which the consumer starts using the product).

During the warranty period, defective parts will be repaired or replaced at the discretion of the manufacturer provided that 
there are grounds for doing so under the laws of the consumer's country. The defective product must be returned to the dealer 
from whom it was purchased together with the duly filled out warranty certificate, complete, with original packaging.

 Our company shall not be liable for any damage caused by transportation. Our company shall not be liable for any expenses 
or lost profits arising out of or in connection with the use or inability to use the product or any other incidental or indirect costs, 
expenses, or damages incurred by the customer. The warranty is valid in accordance with the laws currently in force. For more 
information, please visit our company website and refer to the warranty card.

The manufacturer reserves the right to change the design and specification of the product without prior notice.

The service life of the product is 12 (twelve) months from the date on which the product is transferred to the consumer 

(this date shall be deemed to be the date on which the consumer starts using the product).

 The product or any part (component) of the product must not be used in any way (including, but not limited to use for 
intended or any other purpose, transportation, storage, modification/alteration/improvement/upgrade) after the expiry of the 
service life.

 At the end of its service life, the product must be disposed of.

 

9. WARRANTY  PERIOD, AFTER-SALES  SERVICE  AND  SERVICE  L IFE 
INFORMATION
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Настройка порта, Гц

23 / 0,8

65 / 10,1

45 / 17,7

39

40 / 1,4

80 / 12,4

35 / 13,8

37

50 / 1,8

150 / 23

62 / 24,4

35

Модель

100 / 3,5

300 / 46

70 / 27,5

32
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Размер (Дюйм)

Материал подвеса

Материал 
диффузора

Материал корзины

Материал магнита

Диаметр звуковой 
катушки (Дюйм)

Материал намотки 
катушки

Модель

Мощность RMS (Вт)

Мощность MAX (Вт)

Impedance (Ом)

Re (Ом)

Xmax (мм)

Fs (Гц)

Vas (Л)

Qts

BL

SPL (дБ)

ПАРАМЕТРЫ  ТИЛЯ-СМОЛЛА

8

Пенополиуретан

Пресс. целлюлоза

Феррит

600

1200

2

MF-08S D2/D4

2+2 / 4+4

12

48 / 48,2

7,5 / 7,9

0,41 / 0,42

15,1 / 15,4

1,8+1,8 / 3,6+3,6

Медь

84 / 84,3 

Штампованная сталь

10

Пенополиуретан

Пресс. целлюлоза

Феррит

800

1600

2,5

MF-10S D2/D4

Медь

2+2 / 4+4

14

36 / 36,3

20,5 / 20,8

0,45 / 0,46

18 / 18,2

1,8+1,8 / 3,6+3,6

84 / 84,1

Штампованная сталь

12

Пенополиуретан

Пресс. целлюлоза

Феррит

800

1600

2,5

MF-12S D2/D4

Медь

2+2 / 4+4

14

35 / 38

36,5 / 34,3

0,49 / 0,51

18,5/ 21,5

1,8+1,8 / 3,6+3,6

86 / 87

Штампованная сталь

15

Пенополиуретан

Пресс. целлюлоза

Феррит

800

1600

2,5

MF-15S D2/D4

Медь

2+2 / 4+4

14

28 / 29

86,2 / 78,6

0,68 / 0,79

16,1/ 21,5

1,8+1,8 / 3,6+3,6

85,8 / 85,1

Штампованная сталь
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Ø 354 мм / 13,94"
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Для каждого продукта Deaf  Bonce гарантируется отсутствие дефектов материалов и изготовления при нормальном 
использовании и обслуживании.

Гарантийный срок на товар составляет 12 (двенадцать) месяцев со дня передачи товара потребителю (с этого дня 
считается, что потребитель приступил к эксплуатации товара).

Пока продукт находится на гарантии, неисправные детали будут отремонтированы или заменены по усмотрению 
компании-изготовителя, при наличии к тому оснований, установленных законом страны потребителя. Некачественный 
товар должен быть возвращен дилеру, у которого он был приобретен вместе с правильно заполненным гарантийным 
сертификатом, в полной комплектации, включая заводскую упаковку.

несет ответственность за издержки или упущенную выгоду в связи с невозможностью использования продукта, другие 
случайные или косвенные расходы, затраты или ущерб, понесенные заказчиком. Гарантии имеют силу согласно 
действующего законодательства. Для получения дополнительной информации посетите сайт нашей компании и 
внимательно прочитайте гарантийный талон.

Производитель оставляет за собой право вносить изменения в конструкцию и спецификацию изделия без 
предварительного уведомления.

Срок службы на товар составляет 12 (двенадцать) месяцев со дня передачи товара потребителю (с этого дня 
считается, что потребитель приступил к эксплуатации товара).

Эксплуатация (в том числе, но не ограничиваясь: использование, как по прямому назначению, так и по любому 
иному, транспортировка, хранение, изменение/преобразование/модернизирование) товара, равно любой его части 
(элемента), по истечении срока службы не допускается.

По истечении срока службы товар подлежит утилизации.

9. ИНФОРМАЦИЯ О ГАРАНТИЙНОМ СРОКЕ, СЕРВИСНОМ
ОБСЛУЖИВАНИИ И СРОКЕ СЛУЖБЫ
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